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{(® VISION

SWME is and will strive to be the ‘Engineer of Choice’ offering latest instrumentation products & solution
provider catering to thedemands of the professionals.

It will be our endeavour to make our customers more productive and add value to their businesses as well as ours
byidentifying theirneedsand providinginnovative andvalue adding products and solutions.

We want to be a renowned and respected organization in this field by having a global presence, giving due
attentiontoproductqualityanddevelopinganefficientafter sales-serviceinfrastructure.

@ Mission

A strong reputation for achievement and transformation helps us deliver sustainable
growthand profit,

MEET THE TEAM
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WE ARE DELIGHTED TO WORK WITH
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INTRODUCTION

The Corporation was established to drive the organization towards constantly adding world Class Corporationin
the field of Instrumentation Controls, Automation, Valve Solution and Solar Energy in order to meet the
expectation of customers and be in the front to face any challenge to meet customer expectation with a Motto
“"CLOSERTOTHECUSTOMERISTHEKEY TO SUCCESS”.

SWME IN A GLIMPSE

15+ years

of Experience

2004
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75+

Employees Across Globe
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Products
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Driven by

15+

Exclusive Associates

>4

Product
Varieties

e

g

Participated
In Over

100+

Exhibitions

QUALITY |

STRUMENTS
CREASED

PR

VIDE
FIT

{\?WME



Instrumentation & Process Control Equipment

Pressure Temperature Level Flow .
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Pressure / Wireless / Smart / Differential Transmitter

Sensing : Direct digital capacitance sensing
Precision : Standard : 0.06%

High Precision performance: 0.045 %,
Ultra performance: 0.03%
PID-eantrol Function

Wirele RT HART %

ooooooooooooooooooooo

Stainless Steel Pressure Gauge

Nominal Size : 40 to 250 mm

Wetted Parts : AISI 316L SS, Monel 400 Kleev. 'IUGQ/
Accuracy . +0.25% to £1.0% F.S.
Range : Up to 2100 BAR

Pressure Transducer — g
Ranges : Upto 2200 BAR G

C€

LISTED

400 Bar \
Static
Pressure

Digital Pressure Transmitter
with Switches & Controller

Electric Contact Type
Switching Controls Gauge

Contact; SPST / SPOT K'-EEV ;

Nominal Size : 80 to 150 mm

Wetted Parts : AISI 316L SS/Monel 400 /
Hastelloy C/ Titanium / Tantalum

Contact: SPDT / SPST / DPDT Micro Switch



Instrumentation & Process Control Equipment
Pressure Temperature Flow Level
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Pressure Switch

Range: 0.07 to 400 BAR By =
Switch: SPDT or DPDT (Snap Switch) & Ll

120 Series SIL2-certified
Pressure & Temperature Switch
Range : 30 "Hg Vac to 6000 PSI

Wide Variety of Sensor / Wetted Part Materials
Switch: SPDT, DPDT, or dual SPDT Output

UE
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[@ 8"-2 12 Series Pressure Switch
Im . Wn & CE€ saonf e Aéltglltszgg —

Switch: SPDT or DPDT

One Series Safety Transmitter-Switch Hermetically >ealed

Output: 4-20 mA Analog
Display : Large Digital
Function ; Pressure or Temperature Safety

Field Signal Converters

Hydraulic Pressure Regulator
(Wellhead Control Panel)

Connection Size: 1/4",3/8" & 1/2" (F)
Maximum Inlet Pressure: 10000 PSI (689 Bar)
Seat: Metal & Soft Seat
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Instrumentation & Process Control Equipment

Pressure Accessories K
'-EE\L,.

= Material of Construction: AISI 304 SS/AISI 316 SS/
| h‘..i AISI 316L SS/Maonel 400 / Hastelloy C/ Tantalum /
ﬁ“ Inconel 625 etc.
s

A

wW & B
:

L]
2/3 auge Cock Flushing Ring

®
Manifolds ENACE 20175

Material of Construction : AISI 304 SS/AISI 31
AISI 316L SS/ Monel 400/
Inconel 625 / Hastelloy C

Snubber

Fittings
K"EE\L. : K'-EEV“.
b s T
-
Three Valve '
Manifold Two Valve Manifold

Special

Female

Branch Tee Process on Back
Five Valve m ‘
Manifold Union

Size:1/8"to1"& 3 mm to 25mm
Material of Construction: AISI 316 S§/ AISI 316L SS/
Super Duplex / Monel 400 / Incong

SANDVIK




Instrumentation & Process Control Equipment
Pressure  Temperature Flow Level

Head / DIN Rail Mounted Transmitters

Input: Thermocouple / RTD
Output: 4-20 mA

Gas Filled Thermometer
Nominal Size:100/125/150/ 250 mm
Range : -80 to 650°C

Type : Rigid Stem / Capillary

Smart / WirelessHART™
Universal High-performance Transmitters

Input : Thermeeouple / RTD
Precision of 0.02% related to Span
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Bimetal Thermometer

Nominal Size : 40 t0 150 mm Industrial Thermometer -
Type : Bimetal 9" Scale, Adjustable Angle Stem g = =
| Range : -40 to 300°C |
|

RTD / Thermocouple b ¢
Sensor: PT100/PT1000 / TC-Type-K/S/T
Enclosure : Die Cast Aluminium

Thermowell
BAR Stock - Flanged




Instrumentation & Process Control Equipment
Pressure  Temperature  Flow  Level

m

macnaught

Positive Displacement Flowmeter
Flow : 2 LPM- 1000 LPM (> 5 cps)

Port Size: 1/4" to 4"

Pressure Ratings: 150 PSI - 2000 PSI

m

macnaught

Metered Control Nozzles

For oils up to SAE 140, automatic trans
fluids, engine oil, gear oil, hydraulic oil, coolant
Dual outlets up to 10,350kPa (1500 PSI) pressure
Flow rate up to 30LPM with 2" BSP (F) fluid inlet
~— T —

e e

e-Front runners

Metal Tube Rotameter

Size : DN15 to DN10O

MOC: AISI 316 SS/AISI 316L SS/ Monel 400 / Hastalloy
Output:4-20Ma

Switch Output : SPDT / SPST / DPDT

FuJ1
ELECTRIC

Electromagnetic Flowmeter /

Size :DN 6 - 2000 (1/4" to 80"
Housing : Steel / Optional Stainless Stee|

Klgev.

Rate-Master®
Polycarbonate
Flowmeter

2" 5"or 10" Scale

Orifice Plates & Orifice Flange Assembly
Type : Square Edge Concentric, Concentric

QOrifice Bore : In Accordance With ISO 5167,

BS 1042 ASME MFC 3m, RW. Miller, LK APINK, AGA-3




Instrumentation & Process Control Equipment
Pressure  Temperature  Flow  Level

Insertion Electromagnetic Flow Transmitter Ultrasonic Energy Meter

Range:3"t048" (BTU Meter Tenant Billing Heat Metering)
Hot tap Option Size: DN15 TO DN125

Communication Modbus, BACnet

Water Meter
Size: 25 mm to 300 mm

Vane Operated Flow Switch

Wetted Materials : Vane : AISI 316 SS
Body : Brass or AISI 316 SS

Sight Flow Indicator
Size:1/2"t0 8"

Body : Bronze or AISI 316 SS
Gasket : Buna-N, fluoroelastomer

Sight Flow Indicator

Size:1/2"t0 8"
7 Wetted Materials : Window : Tempered Glass

Body : Bronze or AISI 316 SS
Gasket : Buna-N, fluoroelastomer or PTFE



Instrumentation & Process Control Equipment
Pressure  Temperature  Flow Level

@ Displacer Level Transmitter

Electronics : Fisher / Emersons
Liquid Level, Specific Gravity or Interface Level
Displacer Length: 100 mm to 4.5 meter

Dinel’ q

industrial electronics

@ Radar Level Meter

Supply Voltage : 18-36 V DC
, Output:4-20mA
. Process Pressure : 0 to 100 BAR

. \

‘{Ei_hﬂ'u dbus

- o
@ Ultrasonic Level Meters ptl.l.ltel

Supply Voltage : 18-36'V DC
Output: 4 -20mA

@ Highly Precise Pressure Level Transmitters

Level Range : 0 - 250 meter

-
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Reflex / Transparent Level Gauge @

C-CDistance : 350 to 3500 mm
Process Connection : Flanged
Operating Temperature : 120°C
Operating Pressure : 20 bar
Sight Glass: Toughened Glass

Magnetic Level Transmitter (3 In 1) @

Measuring Range : 500 to 6000 mm

Process Pressure : Max. 100 bar

Features (Optional) : Transmitter Enclosure SS,
Output: 4-20 mA, HART®

Switch: SPDT, SPST, DPDT
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LERO j Float & Board Type Level Indicator
Range: 500 to 20000 mm
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Top / Side Mounted Level Switch

Material of Float: AISI 316 SS
Switch Rating : 5A / 250VAC

Housing Material : Aluminium / AISI 316 SS
Base & Cover: 316 SS
Switch : SPOT, SPST, DPDT

10 o D D
Up to 4000 mm
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Instrumentation & Process Control Equipment

Calibration Instruments

r A
CALIBRATION INSTRUMENTS

Marine Temperature Calibrator
Range:-17 to 1205 DegC

Accuracy : £0.4/0.5/0.9 DegC

Stability : 0.5/ 0.1 DegC
RadfatHomogenity : #0.05 /0.1 DegC
Immersion Size<l9/26 X 100/ 120 mm

KEE[ER Calibration Pump Low Pressure

@ Range : Vacuumto 72 psig
Hydronic Differential Pressure Manometer

Digital Manometer LEO Record (Ei) ;iqUid & QafOP;eO/SSFuSre Measurement,
Range: 0 to 1000 BAR ccuracy : £0.5%

) 5y

big

Hydraulic Hand Pump
Range : 0 to 700 BAR

rd
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Comparison Test Pumps

Pressure : Upto 2000 PS| Universal Indicator Cum Controller

Power Supply : 85V-265V AC
Accuracy : 0.3% FS. £1 Digit

Vanguard™ Wireless Gas Detector for Toxic and
Combustible Gases

Wireless capability with Wjg€lessHART®

Easy calibration and opefation

5+ year batteryflife*

Service: Toxic aid Combustible Gas Detector

Wi le.-.unnf HART

IAA
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Industrial'Valves

STRAINERS
“T" Type Strainer "Y" Strainer
Size: 2" (50 mm) to 24" (600mm) Size: 1/2" (15 mm)/ 2" (50 mm) to 24" (600 mm)
Class: 1504 to 600# Class: 150# to 2500#
End: Flanged Ends End: Flanged / Butt Weld / Threaded / Socket Weld Ends

“T" Type Strainer

Basket (Simplex & Duplex) Strainer
Size: 2" (50 mm) to 24" (600 mm)

Class: 150# to 600#

End: Flanged / Butt Weld

Conical
Size: 1/2" (15 mm) to 24"(600 mm)
Class: 1504 to 600#

Features : Strainer Screens - Perforated + Wire Mesh
Conical

u
Special Material & Higher Sizes are also available on request. Ve nTI l_

Q
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Industrial'Valves

Gate Valve

Size: 2" (50 mm) to 40" (1000 mm)

Class: 1504 / 3004 / 600# / 900# / 15004 / 2500#
End : Flanges / Butt weld / Ring Joint Ends.

Design : API-600/BS-1414 / BS-6364

Gate Valve

Globe Valve
Size: 1/2" (15 mm) to 16" (400 mm)
Class : 150# / 300# / 600# / 900# / 15004 / 2500#
End: Flanges / Butt weld / Ring Joint Ends.
Design : BS-1873/BS-6364

Globe Valve

Check Valve

Size: 2" (50 mm) to 24" (600 mm)
(Class: 150# to 2500#
End : Flanges / Butt weld / Ring Joint Ends.

Design : BS-1868/ APl 6D
Check Valve

Forged Gate, Globe &
Check Valve

Forged Gate, Globe & Check Valve
Size: 1/4" (8 mm) to 2" (50 mm)

Class : 800# / 15004 / 2500#

End: Threaded / Socket Weld / Butt weld Ends.
Features : Bolted / Welded Bonnet, Cryogenic Valve,
Ex. Bonnet Valve

Special Material & Higher Sizes-are also available on request.
=Y 13



Industrial'Valves

BALL VALVE

Fire Safe, High Pressure Forged Ball Valve

Size 1 1/4" (6 mm) to 30" (750 mm)

Class: 150# to 25004

End: Flanged, Butt Weld / Ring Joint / Socket Weld / Threaded Ends
Design: API-6D/ API608/BS EN IS0 17292

Special Valve / Remote Operated Ball Valve

(3) ESDV / MOV / ROV / GOV / GPV/ / HOV Ball Valve oo tandard Accessories
(b) Extended Stem for Low temperature / * Solenoid Valve
High temperature service Ball Valve e e Limit Switches

(c) Fully Welded Ball Valve
(d) Jacketed Ball Valve

e Air filter & Regulator
¢ On - Off Indicator
e Manual Override

A. Center Butterfly Valve B. Offset Disc Butterfly Valve

Size : 2" (50 mm) to 40" (1000 mm)

(Class : 150#

End : Wafer / Lug / Flange Ends.

Design : API-609 - Category : B/ AWWA (504 / BS 5155

Size: 2" (50 mm) to 40" (1000 mm)
Class:PN 16 Upto 12"

End: Wafer / Lug / Flange Ends.
Design : API-609 - Category : A

Center Butterfly
Valve

C. Triple Offset Butterfly Valve

Size: 3" (75 mm) to 24" (600 mm)
Class: 150# / 3004 / 600#

End: Wafer / Lug / Double Flanges
Design: API-609 - B/ BS 6364

Triple Offset
Butterfly Valve |
Special Material & Higher Sizes are also available on request. EObE NN
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General Description

Brightech Valves and Controls Pvt. Limited, is an ISO 9001:2015 Certified Company with 25 years of in-depth
Experience Confirming to Indian as well as International Quality Standard. We are engaged in manufacturing,
Exporting and supplying a wide assortment of Industrial Instrumentation Valves and PTFE Lined Product to our
esteemed customers,

Safe Flow

Spring Loaded Safety Valve

* “Besign, Mfg. & Tested as per API, 520, 521, 526, ASME 527,

e Sizes avaltable from 1" x 2" to 10" x 14"

e Pressure Rating : Upte-2500#

e Material of Construction: C.S. 7A 04 SS/AISI316SS/GM. / Alloy Steel

Pilot Operated Pressure /

Safety Relief Valve

e SizesRange:1 X 2"to 10" X 14"

e Pressure Rating : Upto 400 BAR \

» Material of Construction: Carbon Steel / .
Alloy Steel / Stainless Steel / Duplex Steel / ‘

Monel / Hastelloys .
Pio-Safe

=

Safety & Thermal Relief Valve

e Thermal Relief Valves (BTS-10 & BTS-11) are offered in Investment Casting
* Sizesavailable from 1/2" x1"to 2" x 2"

e Pressure Rating : Upto 2500#

e Material of Construction: C.S./ AISI 304 SS/AISI 316 SS/GM. / Alloy Steel

Pressure Control Valve
[ Self Actuating ]

Thermo Safe

e Self-Actuating / Pilot Operated Type, Cage Guided, Double Seated, E
Low Down-Strem Pressure Control Valve suitable Bri-Con

to many types of Gas control. _*'-=“-'

e Soft Seating for Gas Application / Tight Stuff Off. :

e (Complete Gas Metering Skid consisting of Gas Filters, Isolation Valve,

Pressure Control Valve, Slam, Shut-Off Valve, Safety Valve and Pressure Galige Y

* SizeRange:1"to6" 1.0

e Pressure Rating : Upto 300#

Pressure Reducing
Gas Skid

? D%rig/ltec/l
D Fluid Control Solutions - 15




Bri-Con

Pneumatic / Motorized Control Valve

* Globe type, Single spring & Diaphragm Actuated,
Throttling or On/ Off Type Control Valve,
e Material of Construction : Carbon Steel, Alloy Steel,
AISI 316 SS, Monel 400, Inconel 625
e Actuator Types: Direct / Reverse / Motorized Type
e SizeRange:1/2"to 20"
e Pressure Rating : Upto 2500#
/ e Accessories: Smart Positioner / Solenoid Valve /
Limit Switch / AFR / VVolume Booster / Quick
Exhaust / Side & Top Mounted Hand wheel etc,

Automatic Control Valve Self Actuating, Hydraulically Diaphragm & Pilot Operated Design.

e By changing only the pilot / Tubing the ACV is able to perform a different
functions like Pressure Reducing / Pressure Relief / NRV / Pump By-Pass /
Booster Pump Control / Level Control / Solenoid Control (On-Off) / Flow Control /

Digital set-stop & many more.
PTFE/PFA Lined Safety
Relief Valve r

Actrol

e SizeRange  1T"1016
e Pressure Rating : Upto 300#

PTFE/PFA Lined Valve

Flouro-Line Safe-Line

) Ll
|

Q) SAFETY RELIEF
PLUG VALVE VALVE

—

De-superheating Station

e Self Actuating, Pilot & Piston / Robotrol Operated, Steam-Con
Globe type, Top & Bottom Guided, Spring
& Diaphragm Actuated Single seated Down
Stream Pressure Control Valve .

e SizeRange:1"to 6"

* Material of Construction : Carbon Steel,
Alloy Steel, AISI 316 SS

* Pressure Rating: 150# / 300#

* Application: Steam / Air

3 ?D%riy/ltecll
16 D Fluid Control Solutions




Solar Power Solutions EPC

SWME Group is one of UAE's leading Multi technologies Group, Headquartered at Dubai, has continually developed cutting
edge technologies to become one of the most preferred brands since 2004

Design L Engineering
* (Cost Estimation QN &r ‘ e Front-end Engineering
. Archit* ’ * Planning & Scheduling
* Projec y Studies e Safety Planning

* Technol ' * System Integrator

Procurement

* Contracts Management
* Raw material purchase
* \/endor sourcing
* Quality Controls
* Storage Controls

Operation & Maintenance
* Preventive Maintenance

* Performance management

e Facility Management

» Plant Maintenance

Commissioning
e Trial Runs

e Quality Checks

e Safety Protocols

e Certifications

& Pre.
D
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Solar Power Solutions
Solar Solutions For Oil & Gas Solar Street Lights

e Well head Control Panel e Highly reliable stand-alone s{stems

* Chemical injection system e /ero maintenance, long life performance

* Flow meters * Reliable Battery backup'or cloudy or rainy days
e Remote Telemetry Units (RTU'S) * Safe and reliable opgfation

e And many more..

Applications
Plug and play
Solar solution

PI’OdUCtS Solar Car Park

Solar PV Module Solar'Charge Controller Solar Batteries Solar Mounting Structure

17



Enclosure

Integrated Canopy Enclosure & Battery Enclosures

Semi-gloss external gelcoat finish

Stainless Steel / GRP IP-66/65/55 & Lower

Weatherproof Long life & high temperature resistant door seal

@ High impact resistant-IK10

Non corrosive hardware
Customizable

Fire retardant & Self extinguishing

Wall thickness 1.6mm for SS, 4mm of GRP Anti-static

N2

Battery Enclosures

Enclosures : Stainless Steel / GRP

Material of Construction; AlSI 304 SS/AISI 316 SS/
AISI 316L SS / Polycarbonate / Cast Aluminium

IP Standard : IP20, IP55, IPG5, IP66, NEMA 4

Sizes : Customized

Hardness:1 mm/L5mm/2mm/3mm/4 mm

PANEL ASSEMBLY AND MANUFACTURING

e Manufacture & Assembly of Control Panels,
Network Panels & Control Desks

* Simulations for PLC Testing

* Software Configuration and Development

CONTROL AND PROCESS AUTOMATION
e Process Control PLC & DCS

e SCADA & Telemetry (RTU)

e Safety Systems-ESD, FGS, HIPPS

e |eak Detection System
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Dubai Australia

S W M E Control Systems Trading L.L.C.
P. O. Box: 46123, Dubai, U.A.E.
Contact No.: +971 4 323 2023

Fax No.: +971 4 323 2024

Email: dubai@swme.ae

www.swme.ae

Abu Dhabi

Trexavin Oil And Gas Solution L.L.C.
P. O. Box: 132968, Abu Dhabi, U.A.E.
Contact No.: +971 2 448 5599

Fax No.: +971 2 448 5598

Email: info@trexavin.com
WWw.trexavin.com

Sultanate Of Oman

Silver Star Oil and Gas Solutions L.L.C.
P. O. Box: 1667, P.C.: 117,

Ghala, Sultanate Of Oman

Contact No.: +968 2 2005088

Fax No.: +968 2 2005089

Email: info@ssogs.com
WWW.$50gs.com

Konik Australia Pty Ltd.

38 Tarcoola Crescent, Point Cook,
Victoria 3030, Australia

Contact No.: +61 450 034 478
Email: info@konikaus.com.au
www.konikaus.com.au

India

Ventil Flow Serve Pvt. Ltd.

4/A, Krishna Gopal Estate,

Old Forge & Blower Compound,
Ahmedabad-380025, Gujarat, India
Contact No.: +91 99788 81133
Email: info@ventilflowserve.com

India

Effex Industrial Solutions Pvt. Ltd.
Unit No.: 09, Hasti Industrial Estate,
Plot No.: R-798, TTC Industrial Area,
Mahape-400710, India

Contact No.: +91 22 27780822
Email: info@effex.co.in



